
AIR COMPRESSORS

PA1350P



Best in class fuel efficient#
Faster drilling
Best in ownership cost
Compact, maximum utility on truck
Single touch operation
Electronic engine
Can drill up to 12” diameter
Designed to operate between ambient temp. 5°C to 52°C 
Silent version and eco-friendly
3 layer coating with lifetime coverage
3 stage air filtration with pre-cleaners
Engine scheduled service at 500 hours
Wide lockable doors for ease of serviceability 
Cabin lights for beyond day operation

Product im
provem

ent is a continuous goal at Bobcat. Design and specifications are subject to change w
ithout notice or obligation

Free-Air Delivery*
Unloading Pressure
Air Discharge Outlet NPT Size
Air Discharge Outlet Quantity
Min & Max Ambient Temperature 
Compressor Oil Capacity
ENGINE
Make
Model
Full Speed
Idle Speed 
Bhp @ Full Speed
ELECTRICAL
Battery 
Battery Capacity
DIMENSIONS (SKID VERSION)
Overall Length
Overall Width
Overall Height
Overall Weight

1350(38.2) cfm(m3/min) 385 (psig)
2”
1

5ºC & 52ºC
140(37) US gal(L)

 
Volvo

TAD1345
1900(rpm)
1250(rpm)

536 @ 1900

24(V)
2x12, 160 Ah

155.9(3960) in(mm)
66.9(1700) in(mm)
79.5(2020) in(mm)

11,442(5,190) lb(kg)
Features:

Model
COMPRESSOR ROTARY SCREW/
TWO STAGE

PA1350P


